
FIRST STREET BOULEVARD (ROUTE 110) LOWELL, MA 01850 TEL# (978) 674 4248  FAX# (978) 459 3826

MARK A. YOUNG
EXECUTIVE DIRECTOR

LOWELL REGIONAL WASTEWATER UTILITY
WASTEWATER COLLECTION AND TREATMENT

SERVING LOWELL 
CHELMSFORD 
DRACUT 
TEWKSBURY
TYNGSBORO

January 14, 2021 
 

RE:   MA0100633

To Whom It May Concern: 

The following is an itemization of status and improvements for the Lowell Regional Wastewater Utility 
during December 2020.  Enclosed is a copy of the Discharge Monitoring Report, Down Stream 
Notification Reports, and required NPDES permit monitoring data for this period.   
 
The Discharge Monitoring Report is being submitted electronically through the Environmental 
Protection Agency NetDMR website and also via email to the Massachusetts Department of 
Environmental Protection.  
 
  PERMIT EXCEEDANCES: 

There were no permit exceedances for the month of December 2020.
 

PROCESS CHANGES AND IMPROVEMENTS:

The primary and secondary clarifiers are undergoing a complete upgrade as part of the phase 2B 
construction project. This has limited flow through the facility and impacted wet weather flow 
capacity.  

o Primary Clarifier No.5 was taken offline, 12/11, for constructed related repairs and 
returned to service 12/24. 

o Primary Clarifier No.6 was taken offline, 12/9, for constructed related repairs and 
returned to service 12/25. 

Anoxic periods in the last cell of the aeration trains were disabled on 11/10 for the winter 
season. With the seasonal process change it is no longer necessary for NO 3 control.  
As of 11/12 all aeration tanks are online. All aeration tanks are needed for biological inventory 
and sludge management in the colder weather.    
The sludge pumping system is being overhauled as part of the phase 2B construction project. As 
of November all new septage and thickened primary sludge pumps are installed and in service. 
This upgrade will help ensure stable and reliable sludge pumping to the centrifuge is available. 
The sodium bisulfite feed system is being upgraded as part of the Phase 2B construction project.  

o The old bisulfite feed system is being used until issues with the new feed system are 
resolved. It is projected that the new system will be online by February 2021.    



The Utility has begun to test an automated secondary bypass chlorination system. The system 
will dose chlorine into the bypass line during a secondary bypass.  This will allow for additional 
chlorine contact time for bypassed flow. 

 
 
ODOR COMPLAINTS:  
 

There were no reported odor complaints during this period.   
 
 
Respectfully, 
 
 
 
 
Aaron Fox, Operations Manager  
Lowell Regional Wastewater Utility      
First St. Blvd. (Rt. 110) 
Lowell MA  01850    











Final Cl2 Probe Filters 
Cleaned.High Flow Cl2 Adjustment.

High Flow Cl2 Adjustment.






























































